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T4301 ePTFE-Packung mit Schmiermittel

AUFBAU UND EIGENSCHAFTEN
ULMAN T4301 wird aus expandierten PTFE-Fasern mit quadratischem Querschnitt in mehrlagiger Flecht-
struktur hergestellt und mit einer speziellen Schmiersto� mischung imprägniert. Sie überzeugt durch 
hohe Reinheit und ausgezeichnete chemische Beständigkeit. Diese Eigenschaften machen sie ideal für 
Prozesse, in denen höchste Anforderungen an die Reinheit des Arbeitsmediums gestellt werden. Durch 
minimale Schrumpfung und konstantes Volumen bietet die Packung dauerhaft zuverlässige Abdichtun-
gen und ein hohes Maß an Betriebssicherheit.

ANWENDUNG
ULMAN T4301 eignet sich für den Einsatz in Pumpen, Mischern, Ventilen und Schiebern. Ihre hohe che-
mische Beständigkeit ermöglicht die Verwendung in sauren ebenso wie in alkalischen Medien. Mit einem 
Temperaturbereich bis ca. 280 °C ist sie vielseitig in unterschiedlichen industriellen Prozessen einsetzbar. 
Dank ihrer Reinheit und Robustheit ist sie besonders für Anwendungen geeignet, bei denen die Qualität 
des Mediums entscheidend ist. Typische Einsatzfelder sind die chemische und pharmazeutische Industrie, 
Ra�  nerien, die Lebensmittelverarbeitung sowie die Energie- und Verfahrenstechnik.

LIEFERFORMEN
4-25 mm quadratisch, andere Abmessungen auf Anfrage
spezifi sches Gewicht: 1,5 g/cm³ ± 10%

bis 08 mm – 1 kg
bis 12 mm – 2 kg
bis 16 mm – 4 kg
bis 25 mm – 5 kg

T4301

pH 0 - 14

T [°C] -200 / + 280

P [bar] 30 dyn. / 250 stat. 

v [v/s] 18
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T4710

pH 0 - 14

T [°C] -240 / + 550

P [bar] 40 dyn. / 400 stat. 

v [v/s] 30
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T4301 ePTFE PACKING with Lubrication

T4301

pH 0 - 14

T [°C] -200 / + 280

P [bar] 30 dyn. / 250 stat. 

v [v/s] 18

CONSTRUCTION AND PROPERTIES
ULMAN T4301 is manufactured from a yarn with exceptionally high tensile strength, o� ering signifi cantly 
greater durability than conventional PTFE packings. The combination of selected additives with the outs-
tanding sliding properties of PTFE improves heat dissipation, making this material particularly suitable 
for use in high-speed pumps. This packing provides excellent resistance to chemicals and can be used 
in both acidic and alkaline media. The purity of the yarn ensures suitability for applications where the 
highest standards of medium quality are required. Minimal shrinkage and consistent volume guarantee a 
permanently reliable seal. Its microporous structure retains lubricants within the packing, ensuring long 
service life and stable performance.

APPLICATION
ULMAN T4301 is suitable for use in pumps, mixers, valves, and slide gates. Its high chemical resistance 
allows application in both acidic and alkaline media. With a temperature range of up to approx. 280 °C, 
it can be used fl exibly in a wide variety of industrial processes. Thanks to its purity and robustness, it is 
particularly well suited for applications where the quality of the medium is critical. Typical fi elds of use 
include the chemical and pharmaceutical industries, refi neries, food processing, as well as energy and 
process engineering.

DELIVERY FORMS
4–25 mm square, other dimensions available on request
Specifi c density: 1.5 g/cm³ ± 10%

up to 08 mm – 1 kg
up to 12 mm – 2 kg
up to 16 mm – 4 kg
up to 25 mm – 5 kg


