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T4710

pH 0 - 14

T [°C] -240 / + 550

P [bar] 40 dyn. / 400 stat. 

v [v/s] 30

DATENBLATT

T4901 PTFE-PACKUNG mit Aramid-Kantenverstärkung und Schmiermittel

AUFBAU UND EIGENSCHAFTEN
ULMAN T4901 wird aus reinem PTFE-Garn gefl ochten und an den Kanten mit Aramidgarn verstärkt. Zu-
sätzlich ist die Packung mit einem Schmiermittel imprägniert. Die Kantenverstärkung aus Aramidgarn 
verbessert die universellen Eigenschaften, sodass sie auch unter sehr hohem Druck, insbesondere in 
Kolbenpumpen, eingesetzt werden kann.

ANWENDUNG
Die Packung eignet sich zur Abdichtung von Pumpen, Ventilen und Schiebern. Sie wird in einer Vielzahl 
chemisch aggressiver Medien sowie in Wasser und Dampf bis 280 °C eingesetzt. Typische Einsatzgebiete 
sind Anlagen und Geräte der chemischen und pharmazeutischen Industrie, der Erdölra�  nerie sowie der 
Lebensmittelindustrie, außerdem in Chemieabteilungen der Energieversorgung, in der Metallurgie und in 
der Zellsto�  ndustrie. Besonders bewährt hat sich die Packung in der Zuckerindustrie, in Mälzereien und 
in Kalkwerken.

LIEFERFORMEN
6-25 mm quadratisch, andere Abmessungen auf Anfrage
spezifi sches Gewicht: 1,4 g/cm³ ± 10%

bis 08 mm – 1 kg
bis 12 mm – 2 kg
bis 16 mm – 4 kg
bis 25 mm – 5 kg

T4901

pH 2 - 12

T [°C] -100 / + 280

P [bar] 30 dyn. / 200 stat. 

v [v/s] 25
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T4901 GRAPHITE FOIL PACKING Reinforced with Aramid Corners and Lubricated

CONSTRUCTION AND PROPERTIES
ULMAN T4901 is braided from pure PTFE yarn and reinforced with aramid yarn at the corners. In addition, 
the packing is impregnated with a lubricant. The aramid corner reinforcement enhances the universal 
properties, enabling its use under very high pressure, especially in piston pumps.

APPLICATION
The packing is suitable for sealing pumps, valves, and sliders. It is used in a wide range of chemically 
aggressive media as well as in water and steam up to 280 °C. Typical fi elds of application include installa-
tions and equipment in the chemical and pharmaceutical industries, oil refi ning, and the food industry, as 
well as in chemical departments of the power supply industry, metallurgy, and the pulp and paper industry. 
The packing has also proven particularly e� ective in the sugar industry, in malt houses, and in lime works.

DELIVERY FORMS
6–25 mm square, other dimensions available on request
Specifi c density: 1.4 g/cm³ ± 10%

up to 08 mm – 1 kg
up to 12 mm – 2 kg
up to 16 mm – 4 kg
up to 25 mm – 5 kg

T4901

pH 2 - 12

T [°C] -100 / + 280

P [bar] 30 dyn. / 200 stat. 

v [v/s] 25


