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T4710

pH 0 - 14

T [°C] -240 / + 550

P [bar] 40 dyn. / 400 stat. 

v [v/s] 30

DATENBLATT

T4938 PTFE/GRAFIT-PACKUNG mit Aramidfaser-Kantenverstärkung

AUFBAU UND EIGENSCHAFTEN
ULMAN T4938 wird, wie die T4337, aus PTFE-Garn mit hohem Grafi tanteil und spezieller Schmiermittel-
imprägnierung hergestellt. Zusätzlich sind die Kanten mit Aramidgarn verstärkt, was den Einsatz bei sehr 
hohen Drücken ermöglicht, insbesondere in Kolbenpumpen. Die Packung verfügt über einen kompakten 
Querschnitt und eine robuste Struktur. Ein wesentlicher Vorteil ist ihre hohe Beständigkeit gegen Aufspal-
tung und Verschleiß, die durch die aramidverstärkten Kanten gewährleistet wird. Gleichzeitig schützen die 
Aramidkanten zuverlässig vor mechanischen Belastungen durch abrasive Medien.

ANWENDUNG
T4938 wird zur Abdichtung von Pumpen, Ventilen und Schiebern eingesetzt. Sie ist universell im Tem-
peraturbereich bis ca. +280 °C verwendbar und bietet zuverlässige Abdichtung sowohl in einer breiten 
Palette chemisch aggressiver Medien als auch in Wasser und Dampf.

LIEFERFORMEN
6-25 mm quadratisch, andere Abmessungen auf Anfrage
spezifi sches Gewicht: 1,35 g/cm³ ± 10%

bis 08 mm – 1 kg
bis 12 mm – 2 kg
bis 16 mm – 4 kg
bis 25 mm – 5 kg

T4938

pH 1 - 13

T [°C] -150 / + 280

P [bar] 30 dyn. / 250 stat. 

v [v/s] 25
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T4938 PTFE/GRAPHITE PACKING with Aramid Fiber Corner Reinforcement

CONSTRUCTION AND PROPERTIES
ULMAN T4938 , like the T4337, is manufactured from PTFE yarn with a high graphite content and a special 
lubricant impregnation. In addition, the edges are reinforced with aramid yarn, which allows its use under 
very high pressures, particularly in piston pumps. The packing has a compact cross-section and a robust 
structure. A key advantage is its high resistance to splitting and wear, ensured by the aramid-reinforced 
edges. At the same time, the aramid edges reliably protect against mechanical stress caused by abrasive 
media.

APPLICATION
T4938 is used for sealing pumps, valves, and slide gates. It can be applied universally within a tempe-
rature range of up to approx. +280 °C and provides reliable sealing both in a wide variety of chemically 
aggressive media as well as in water and steam.

DELIVERY FORMS
6–25 mm square, other dimensions available on request
Specifi c density: 1.35 g/cm³ ± 10%

up to 08 mm – 1 kg
up to 12 mm – 2 kg
up to 16 mm – 4 kg
up to 25 mm – 5 kg

T4938

pH 1 - 13

T [°C] -150 / + 280

P [bar] 30 dyn. / 250 stat. 

v [v/s] 25


