
DATENBLATT

T4710

pH 0 - 14

T [°C] -240 / + 550

P [bar] 40 dyn. / 400 stat. 

v [v/s] 30

DATENBLATT

T4424 RAMIE-PACKUNG mit PTFE-Imprägnierung und Öl

AUFBAU UND EIGENSCHAFTEN
Die ULMAN T4424, gefl ochten aus natürlichem Ramiegarn und mit PTFE sowie Öl imprägniert, ist eine 
wirtschaftliche Packung, die trotz eines Temperaturbereichs bis ca. 140 °C vielseitig eingesetzt werden 
kann. Die Materialkombination verleiht ihr eine ausgewogene Balance aus Flexibilität und Stabilität. Ihre 
anschmiegsame Struktur sorgt für eine optimale Anpassung an Wellen, Ventil- und Schieberspindeln, 
während die Robustheit der Ramiefaser für lange Standzeiten auch unter anspruchsvollen Bedingungen 
sorgt.

ANWENDUNG
Die Packung eignet sich besonders für Pumpen, die heißes oder kaltes Wasser fördern, und zeigt ihre 
Stärke auch in sandhaltigen und faserigen Medien, etwa in der Hydrotechnik und der Zellsto�  ndustrie. 
Ebenso ist sie hervorragend für den Einsatz mit Meerwasser geeignet und fi ndet daher häufi g Anwendung 
im Schi� - und Dockbau. Ihre hohe Widerstandsfähigkeit ermöglicht zudem den zuverlässigen Betrieb in 
Medien mit vergleichsweise hohem Betriebsdruck.

LIEFERFORMEN
4-25 mm quadratisch, andere Abmessungen auf Anfrage
spezifi sches Gewicht: 1,5 g/cm³ ± 10%

bis 08 mm – 1 kg
bis 12 mm – 2 kg
bis 16 mm – 4 kg
bis 25 mm – 5 kg

T4337

pH 5 - 11

T [°C] -50 / + 140

P [bar] 20 dyn. / 100 stat. 

v [v/s] 12



ODATA SHEET

T4710

pH 0 - 14

T [°C] -240 / + 550

P [bar] 40 dyn. / 400 stat. 

v [v/s] 30

ODATA SHEET

T4424 RAMIE PACKING Impregnated with PTFE and Oil

T4424

pH 5 - 11

T [°C] -50 / + 140

P [bar] 20 dyn. / 100 stat. 

v [v/s] 12

CONSTRUCTION AND PROPERTIES
The ULMAN T4424, braided from natural ramie yarn and impregnated with PTFE and oil, is a cost-e�  cient 
packing that, despite a temperature range of up to approx. 140 °C, can be used in a wide variety of appli-
cations. The material combination provides a balanced mix of fl exibility and stability. Its pliable structure 
ensures optimal adaptation to shafts, valve stems, and spindles, while the robustness of the ramie fi ber 
guarantees long service life even under demanding conditions.

APPLICATION
The packing is particularly suitable for pumps handling hot or cold water and also demonstrates excellent 
performance in sandy and fi brous media, such as in hydromechanics and the pulp and paper industry. It is 
also highly suitable for seawater applications and is therefore frequently used in shipbuilding and docky-
ard operations. Its high resistance additionally allows for reliable operation in media with comparatively 
high working pressures.

DELIVERY FORMS
4–25 mm square, other dimensions available on request
Specifi c density: 1.5 g/cm³ ± 10%

up to 08 mm – 1 kg
up to 12 mm – 2 kg
up to 16 mm – 4 kg
up to 25 mm – 5 kg


